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A rch i t e c tu ra l  Range  >  S t a i n l e s s  S t e e l

Regal 200NB

Regal 300NB

Material 200NB (219.0) x 3.76 / 8.18 / 12.70mm Grade 304 stainless steel pipe

Finish Linished or electro-polished

Material 300NB (323.4) x 4.57 / 9.53 / 12.70mm Grade 304 stainless steel pipe

Finish Linished or electro-polished

Minimum
500 x 500 x 500 deep.
Security (vehicle impact rated) bollards 
require strip footings.

Minimum
600 x 600 x 500 deep.
Security (vehicle impact rated) bollards 
require strip footings.

Fixed 
Insitu

SSR200F A 3.76
SSR200F B 8.18
SSR200F C 12.70
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Fixed 
Baseplate
SSR200B A

Fixed 
Insitu

SSR300F A 4.57
SSR300F B 9.52
SSR300F C 12.70
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Fixed 
Baseplate
SSR300B A

300

410

Baseplate

Typical
Side Elevation

Typical
Side Elevation

15°

15°

300

300

Stainless Steel Sleeves
SSSR300FA 900h
SSSR300FB 1200h

(Sleeve only)
For use with

300NB IRB bollards.
Refer Security section.

Stainless Steel Sleeves
SSSR200FA 900h
SSSR200FB 1200h

(Sleeve only)
For use with

200NB IRB bollards.
Refer Security section.

Baseplate

S
E
C
U
R
A
P
O
S
T

S
E
C
U
R
A
P
O
S
T

S
E
C
U
R
A
P
O
S
T

S
E
C
U
R
A
P
O
S
T


